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Digital Video Recorder
KX-EAi4K8116H1

Series
  AI   4K

HDMI  16CH
H.265

· H.265+/H.265 dual-stream video compression

· 
· Supports 32 channels of IPC access, each channel up to 8MP 

· 
· 
· 

System

Main Processor Embedded  Processor

Opera�ng System Embedded LINUX

Perimeter protec�on
misinforma�on such as leaves and light.                                            

intrusion and tripwire intrusion.                            

Live View

inspec�on box.                                           

event types, triggering �me, image ma�ng and object types. 

in Vehicle. Support expor�ng of associated event playback 
before and a�er 10 seconds.

Playback 
and target types.                       

snapshot before and a�er 10 seconds.       

Performance 

1. UP to 12 face pictures/sec processing (modeling and 
comparing).
2. Up to 2 channels video stream (analog channel ) human face 
recogni�on.
3. Up to 10 face databases with 10,000 face images in total.
4. Up to 300,000 face detec�on events in total.
5. Up to 300,000 face Recogni�on events in total.

Stranger Mode Detect strangers' faces (not in device's face database).Similarity 
threshold can be set manually. 

AI Search Up to 8 target face images search at same �me, similarity 
threshold can be set for each target face image.  

Database Management 
Up to 10 face databases with 10,000 face images in total. Name, 
gender, birthday, na�onality, address, ID informa�on can be 
added to each face picture. 

Database Applica�on Each database can be applied to video channels independently.  

Trigger Events 

SMD Plus

SMD Plus

Preview

Playback target types. 

before and a�er 10 seconds.

Analog Camera Input

HDCVI Camera 4K, 6MP, 4MP, 1080P@25/30fps, 720P@50/60fps, 
720P@25/30fps

AHD Camera 5MP, 4MP, 3MP, 1080P@25/30, 720P@25/30fps

TVI Camera 5MP, 4MP, 3MP, 1080P@25/30, 720P@25/30fps

CVBS Camera 

IP Camera Input 16+16 Channel, each channel up to  8MP

Audio In/Out

Two-way Talk

Recording

Compression H.265+/H.265/H.264+/H.264

Resolu�on 4K, 6MP, 5MP, 4MP, 3MP, 4M-N, 1080P,  720P, 960H, D1, 

Record Rate

fps–7fps); 6MP(1fps–
10fps); 5MP(1fps–12fps); 4MP/3MP(1fps–15fps); 

fps–25/30fps); 
fps–15fps); 

fps–25/30fps)

Bit Rate 32Kbps–6144Kbps Per Channel

Record Mode
Manual, Schedule (General, Con�nuous), MD (Video 

Record Interval

Audio Compression

Audio Sample Rate 8KHz, 16 bit  Per Channel

Audio Bit Rate 64Kbps Per Channel

Display

Interface

Resolu�on
, 

Mul�-screen Display

When  IP extension mode not enabled:

When  IP extension mode  enabled:

OSD Camera �tle, Time, Video loss, Camera lock, Mo�on 
detec�on, Recording

Network

Interface 1 RJ-45 Port (1000M)

Network Func�on

HTTP, HTTPS, TCP/IP, IPv4/IPv6, UPnP, RTSP, UDP, SMTP, 

Server,P2P, IP Search (Support IP camera, DVR, NVS, 
etc.)
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1 VIDEO IN 7 RS485 port

2 8

3 9 DC12V Power Input

4 10

5 HDMI port 11

6 Network port 12 Power Switch

Max. User Access 128 users

Smart Phone

Interoperability

Trigger Events

Video Detec�on Loss,Tampering and Diagnosis

Alarm input 16

Relay Output 3

Playback

Search Mode second)

Playback Func�on

Backup Mode

Storage

Internal HDD

eSATA

USB

RS232

RS485 1 Port, for PTZ Control

Electrical

Power Supply

Power Consump�on

Dimensions

Net Weight 1.45kg (3.2lb) (without HDD)

Gross Weight 2kg (4.4lb)

Installa�on Desktop installa�on

Environmental

Opera�ng Condi�ons

Storage Condi�ons

Third-party Support

Third-party Support Plus, Dynacolor, Honeywell, Panasonic, Pelco, Samsung, 
Sanyo, Sony, Videotec, Vivotek, and more


